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RESUMEN 

E/ hormigón de alta resistencia (fiAR) es un material de 
gran interés para la comunidad científica y técnica, debido a 
las claras ventajas obtenidas en término de 
resistencia mecánica y durabilidad. A causa de estas 
características, e/ I/AR, en sus diversas formas, en algunas 
aplicaciones está reempla::ando gradualmente a/ hormigón 
de resistencia normal, especialmente en estructuras 
expuestas a ambientes severos. 5'in embargo, la 
microeslrztclura mU}' densa y la baja permeabilidad típicas 
de/ HAR pueden dar lugar a una rotura explosiva bafo 
ciertas condiciones térmicas y mecánicas, tales como cuando 
se somete a! hormigón a rápidos aumentos de temperatura 
durante un incendio. Este comportamiento es causado por e! 
aumento de la presión interna de/ agua en los poros durante 
e! ca!entamiento, y por las tensiones originadas a partir de 
los gradientes de deformación térmica. Aunque todavia 
existe un número limitado de programas experimenta/es en 
este área, a!gwws investigadores sostienen que la 
incorporación de.fihras de po!ypropi!eno a! !!AR puede 
evitar la rotura explosiva ante la presencia defuego. Los 
camhios de comportamiento se producen porque !asjibras 
de po/ipropi!eno se fitnden a altas temperaturas dejando así 
1111 camino para que e! gas ca!entado escape de la ma/ri:: de 
hormigón, permitiendo la sa!ida de! 1·apor de agua y 
ocasionando la reducción de la presión interna de poros. U 
presente trabajo investiga e! comportamiento de! !IA R a 
altas temperaturas, especialmente cuando se adicion(l/1 a la 
me::c!afihras de po!ipropi!eno. 
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SUMMARY 

High pe11ormance concrete (Il PC) is an interesting material 
that h as been !ong attracting the inferes! .fi-om the scientific 
and technica! communif)·; due to the c!ear advantages 
obtained in terms ofmechanical strength and durability. 
Given these better charac/eristics, f! PC, in its various forms, 
lws been gradua!!y replacing normal strength c onere/e, 
especia!~v in s/ructures exposed to severe environments. 
1/oweveJ; the veJ}' dense microstructure and !ow permeabi!ity 
/_lpica! of/1 PC can resu!t in exp!osive spa!!ing under certa in 
therma! and mechanica! conditions, such as when concrete is 
suhject to rapid temperature rises, during a jire. 7his 
behaviour is caused by lhe build-up ofinterna! 1mter 
pressure, in the pore struc/ure, during heating, and by stresses 
originating .fi·om therma! deformation gradients. A!though 
there are si i!! a !imited number (<(experimental programs in 
this area, some researchers have reported that the addition of 
pol1propy/ene jibers to !!PC is a suitahle 1my to avoid 
exp!osive spal!ing underjire conditions. This change in 
hehavior is derivedfi"om thefact that polypropylenefibers 
mel/ in high temperatures anel !e ave a pathll'ay for heated gas 
to escape the concrete matrix, therejore a!!owing the outward 
migration o/H'ater vapor and resulting in lhe reduction of 
interna! pore pressure. lhe present research investigates the 
hehavior o/h(r;h perfármance concrele on high temperatures, 
especia!!y 1rhen po!ypropy!ene.fibers are added to lhe mix. 
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