Iron nitride and carbonitride phases in a nitrogen implanted carbon steel
C. A. dos Santos, B. A. S. de Barros Jr., J. P. de Souza, and I. J. R. Baumvol

View online: http://dx.doi.org/10.1063/1.93479
View Table of Contents: http://scitation.aip.org/content/aip/journal/apl/41/3?ver=pdfcov
Published by the AIP Publishing

Articles you may be interested in
The Effect of Carbon Dioxide and Nitrogen ion implantation of AISI 52100 Steel

Phase transformations in nitrogen-implanted α-iron
J. Appl. Phys. 71, 4217 (1992); 10.1063/1.350801

Effects of Xe post-bombardment on carbonitrides produced in a low-carbon nitrogen-implanted steel
J. Appl. Phys. 68, 4487 (1990); 10.1063/1.346199

Formation of ferromagnetic iron nitrides in iron thin films by high-dose nitrogen ion implantation
J. Appl. Phys. 65, 4357 (1989); 10.1063/1.343272

Intermetallic phases formed during tin implantation into iron and steels
Iron nitride and carbonitride phases in a nitrogen implanted carbon steel

C. A. dos Santos,a) B. A. S. de Barros Jr., J. P. de Souza, and I. J. R. Baumvol
Instituto de Física, UFRGS, 90000 Porto Alegre, RS, Brasil

(Received 17 February 1982; accepted for publication 7 May 1982)

Iron nitride and carbonitride phases formed during nitrogen implantation and subsequent thermal annealing of a medium-carbon steel are investigated by means of conversion electron Mössbauer scattering. The results are compared to previous work on similar systems and also discussed in terms of the mechanical properties of ion implanted steels.

PACS numbers: 61.70.Tm, 76.80. + y, 68.20. + t

We report here on the composition and thermal evolution of the surface of a martensitic medium-carbon steel (1020-type, C = 0.20 wt. %) modified by the implantation of nitrogen ions at 100 keV to a nominal dose of $4 \times 10^{17}$ N$^+$ cm$^{-2}$. The technique used to analyze the surface was $^{57}$Fe conversion electron Mössbauer scattering (CEMS) in the version as described in Ref. 1.

There is at present a large interest in ion implantation treatment of the surface of steels, because many laboratories and industries are reporting encouraging results on the production of very hard and wear resistant engineering components using nitrogen implantation as a hard-finishing coating.2-4 It appears to be a convenient replacement of expensive special alloys by common steels in those cases where high mechanical strength is not required in the bulk substrate.

Although a massive amount of mechanical and even electrochemical tests have been used to probe the beneficial effects brought about at the surface of steels by means of nitrogen ion implantation, very little understanding of the physical mechanisms underlying these effects has been achieved.

Within the general effort to clarify many different aspects involved in the nitrogen implantation of steels, there is the problem of the chemical composition of the implanted layer as well as its thermal evolution. These aspects make the nitriding of the steel surface by means of ion implantation a very distinctive process, as compared to all other conventional nitriding methods. Moreover, the knowledge of the thermal stability of surface nitrides and the subsequent diffusion of the released nitrogen is essential to understand the mechanism by which the implanted nitrogen reduces the wear rate even after removing material from the surface to a depth many times larger than the implantation depth. Here we simulate, by means of thermal annealing of the sample as a whole, the real tribologic phenomenon which is the local heating of the contact asperities when the steel is submitted to a certain tribologic process. The local temperature at the contact asperities may be quite high depending on the lubrication regime,5 so that the iron nitrides are decomposed and free nitrogen is diffused to deeper regions.

We investigate in this letter the particular question raised by Principi et al.6 on how the pre-existence of interstitial carbon may influence the formation of surface compounds during nitrogen implantation. The idea is that since the formation of surface compounds depends on the number of nitrogen atoms above the saturation limit of interstitials of the iron matrix, the pre-existence of interstitial carbon would enhance the amount of surface nitrides at a given implantation dose. Alternatively, as reported by those authors, it would allow the formation of iron carbonitrides, a kind of precipitate whose role in the mechanical performance of the surface is yet to be clarified.

The martensitic structure of the 1020-steel surface before implantation is shown in the CEMS spectrum of Fig. 1(a). One single magnetic sextet $H_1$ can fit this spectrum.

FIG. 1. $^{57}$Fe CEMS spectra for (a) unimplanted 1020-steel, (b) 1020-steel implanted with $4 \times 10^{17}$ N$^+$ cm$^{-2}$ at 100 keV (sample temperature < 70 °C), (c), (d), and (e) the sample described in (b) after annealing during 1 h at 250, 320, and 400 °C, respectively. Source: 20 mCi $^{57}$FeRh.
quite well, at variance with CEMS spectra of other steels richer in carbon,\textsuperscript{6} which show up to three sextets in the magnetic, martensitic spectrum. The modification introduced in the spectrum due to nitrogen implantation, keeping the sample temperature below 70 °C, is a quadrupole doublet \( Q \) \textsuperscript{7} and, besides, they are indistinguishable by Mössbauer spectroscopy.\textsuperscript{8} The quadrupole doublet in Fig. 1(b) (due to Fe\textsubscript{2}N) a new sub-spectrum corresponding to small precipitates of any known nitride, but it can be well fitted if we substitute for the quadrupole doublet in Fig. 1(b) [see Fig. 1(b) and Table I] that we identify as the nitrogen-rich phases \( \epsilon \)- or \( \zeta \)-Fe\textsubscript{2}N.\textsuperscript{8} The \( \epsilon \) and \( \zeta \) phases have very similar crystalline structures\textsuperscript{7} and, besides, they are indistinguishable by Mössbauer spectroscopy.\textsuperscript{8} The quadrupole doublet contributes with a relative area of 21\% to the total area of the spectrum of Fig. 1(b).

The sample whose CEMS spectrum is shown in Fig. 1(b) was then submitted to thermal annealing in high vacuum \( (P = 1.3 \times 10^{-3} \text{ Pa}) \) at different temperatures. The time of annealing at each temperature was 1 h.

Annealing at 250 °C causes a drastic change in the CEMS spectrum [Fig. 1(c)]. Here, as in the case studied by Principi et al.,\textsuperscript{6} the large decrease in the relative proportion of the martensitic component \( H \), indicates that carbon atoms are no longer simply interstitials. Consistently with the authors of Ref. 6 we interpret this spectrum in terms of the precipitation of carbonitrides during annealing at 250 °C, since in these compounds carbon and nitrogen are completely replaceable.\textsuperscript{6} Indeed the CEMS spectrum of Fig. 1(c) cannot be ascribed to a combination of the martensitic component and any known nitride, but it can be well fitted if we substitute for the quadrupole doublet in Fig. 1(b) (due to Fe\textsubscript{2}N) a new sub-spectrum corresponding to small precipitates of \( \epsilon \)-carbides of variable particle size as described in Ref. 10. Precipitates with around 100 Å or less contribute to the CEMS spectrum with a superparamagnetic quadrupole doublet \( Q \), whereas precipitates with particle sizes much larger than 100 Å contribute with two ferromagnetic sextets \( \text{H}_2 \) and \( \text{H}_1 \) [see Fig. 1(c), Table I, and Ref. 10]. The resulting line shape reveals the particle size distribution.

Annealing at 320 °C [Fig. 1(d)] does not bring any modification. Yet the annealing of the sample at 400 °C [Fig. 1(e)] decomposes all the previously existent nitrides and carbonitrides, and all the nitrogen is seen to be in the \( \epsilon \)-Fe\textsubscript{2}N phase (see Table I).\textsuperscript{11}

Finally, the annealing at 450 °C brings about the same CEMS spectrum of the unimplanted sample, differing only by a narrower linewidth and a larger peak-to-background ratio.

Concerning the initial composition of the nitrogen implanted steel [Fig. 1(b)], we note that the amount of \( \epsilon \)- or \( \zeta \)-Fe\textsubscript{2}N observed is the same as that in pure iron implanted at the same dose, but we do not see any contribution from \( \gamma' \)-Fe\textsubscript{2}N as it was measured in pure iron.\textsuperscript{6} In the present case the pre-existence of interstitial carbon does not enhance the formation of iron nitrides during implantation. On the other hand, in contrast to Principi et al.,\textsuperscript{6} our as-implanted sample has no \( \epsilon \)-carbonitride phases formed in the implanted layer.

The nonexistence of carbonitride phases in the as-implanted sample seems to be due to the lack of energy in the system to move the interstitial carbon in order to react and form carbonitride precipitates. This is exactly what occurs during the annealing at 250 °C. The annealing at this temperature also decomposes the Fe\textsubscript{2}N, providing free nitrogen to form carbonitrides.

The observed composition of the as-implanted sample shows us that, in the sample studied here, the pre-existent interstitial carbon does not enhance the formation of nitrides during implantation. Its thermal evolution, on the other hand, allows us to make some associations with the mechanical behavior of nitrogen implanted steel. Of course any temperature step in the range covered by our thermal treatment may be present in a real tribologic situation, depending on the lubrication regime, time of rubbing, and also on the degree of finishing (polishing) of the substrate surface.

The \( \epsilon \) or \( \zeta \)-Fe\textsubscript{2}N phase formed during implantation is one of the two usual members of the “white layer”,\textsuperscript{12,13} the outer compound layer normally formed in most of the gas mixtures nitriding processes. The white layer is usually brittle and easily spalls in service. Our first conclusion is that the precipitation of \( \epsilon \)-carbonitrides observed after annealing at 250 °C might act as a cementation-like process hardening the surface. It resembles very much what occurs in nitrocarburizing, a process which sets out to produce a white layer which is not brittle and possesses good wear properties.\textsuperscript{14} The main attraction of nitrocarburizing is that it can be applied to carbon and even mild steel. After this treatment the compound layer at the surface of the steel consists mainly of the \( \epsilon \)-carbonitride phase. Furthermore, it was shown that provided the \( \epsilon \) phase is predominant within the compound layer, then the presence of small amounts of other phases has no serious adverse affects on the wear behavior.\textsuperscript{15} Since very finely dispersed \( \epsilon \)-carbonitride precipitates dominate the CEMS
spectrum of Figs. 1(c) and 1(d) we conclude that the above
described mechanism can explain the hardening of the ion
implanted surface.

A similar mechanism seems to be valid for the $\epsilon$-Fe$_3$N
phase stabilized at 400 °C. This phase is identified as the
wear resistant outer compound layer when steel is nitrided
by the process called short cycle atmosphere nitriding. 

Compound layer composition of entirely $\epsilon$-Fe$_3$N nitride is
generally the aim in short cycle nitriding, although neither
the author of Ref. 16 nor our

wear resistant outer compound layer when steel is nitrided
is known that $\epsilon$-carbonitrides decompose at

Further work is in progress to investigate the depen-
dence of the surface composition on the carbon concentra-
tion of the steel.

The authors would like to thank Dr. A. Vasquez and
Dr. F. P. Livi and Mr. Joel Bellanca for kindly making avail-
able and helping with the CEMS equipment and Dr. F. C.
Zawislak for the careful reading of the manuscript. This
work was supported in part by CNPq, CAPES, and FINEP.

References

Lett. 36, 822 (1980).
2665 (1980).
(1968).
6, K97 (1971).
12. B. Clayton and K. Sachs, Heat Treatment 1973 (The Metals Society,
December 1973); Source Book on Nitriding (American Society for Metals,
December 1973); Source Book on Nitriding (American Society for Metals,
15. E. Mitchell and C. Dawes, Metal Treatment and Drop Forging 31, 3
(1964).

Formations of metastable supersaturated solid solutions in ion implanted
silicon during solid phase crystallization

J. Narayan and O. W. Holland

Solid State Division, Oak Ridge National Laboratory, Oak Ridge, Tennessee 37830

(Received 16 April 1982; accepted for publication 21 May 1982)

We have investigated maximum solubility limits and extended defects in Si-Sb, Si-In, Si-Ga, Si-Bi,
and Si-As systems after ion implantation and solid phase epitaxial growth in the temperature
range 450-600 °C. The maximum concentration of solutes in “defect-free” layers were found to
exceed the respective retrograde solubility limits by as much as a factor of 560 in Si-Bi system. The
maximum concentrations depended upon the substrate temperature and the ion current during
implantations, which presumably affected the degree of amorphousness or free energy of as-
implanted silicon.

PACS numbers: 61.70.Tm, 61.80.Jh, 73.40.Ei, 61.70.Ey

Covalent solids such as silicon and germanium can be
made amorphous by high-dose ion implantation. The amor-
phous layers have been shown to grow epitaxially into fairly
“defect-free” layers in (100) and (110) orientations of sili-
con in the temperature range 450-600 °C inside a furnace
whereas significant amounts of damage remained in the case
of (111) substrates. Recently, Olson et al. have extended
these solid phase epitaxial (SPE) growth studies in the tem-
perature range 600-1400 °C using time-resolved-reflectivity
techniques while heating the specimens by cw Ar$^+$ laser.